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within 255 mm (10 inches) of the longi-
tudinal vertical planes that are tan-
gent to the side extremities of the ve-
hicle.

(4) Guard rear surface. At any height
560 mm (22 inches) or more above the
ground, the rearmost surface of the
horizontal member of the guard must
be within 305 mm (12 inches) of the rear
extremity of the vehicle. This para-
graph shall not be construed to pro-
hibit the rear surface of the guard from
extending beyond the rear extremity of
the vehicle. Guards with rounded cor-
ners may curve forward within 255 mm
(10 inches) of the side extremity.

(5) Cross-sectional vertical height. The
horizontal member of each guard must
have a cross sectional vertical height
of at least 100 mm (3.94 inches) at any
point across the guard width.

(6) Certification and labeling require-
ments for rear impact protection guards.
Each rear impact guard used to satisfy
the requirements of paragraph (a)(1) of
this section must be permanently
marked or labeled as required by
FMVSS No. 223 (49 CFR 571.223, S5.3).
The label must be on the forward-fac-
ing surface of the horizontal member of
the guard, 305 mm (12 inches) inboard
of the right end of the guard. The cer-
tification label must contain the fol-
lowing information:

(i) The impact guard manufacturer’s
name and address;

(ii) The statement ‘‘Manufactured in
ll’’ (inserting the month and year
that the guard was manufactured); and,

(iii) The letters ‘‘DOT’’, constituting
a certification by the guard manufac-
turer that the guard conforms to all re-
quirements of FMVSS No. 223.

(b)(1) Requirements for motor vehicles
manufactured after December 31, 1952 (ex-
cept trailers or semitrailers manufactured
on or after January 26, 1998). Each motor
vehicle manufactured after December
31, 1952, (except truck tractors, pole
trailers, pulpwood trailers, or vehicles
in driveaway-towaway operations) in
which the vertical distance between
the rear bottom edge of the body (or
the chassis assembly if the chassis is
the rearmost part of the vehicle) and
the ground is greater than 76.2 cm (30
inches) when the motor vehicle is
empty, shall be equipped with a rear
impact guard(s). The rear impact

guard(s) must be installed and main-
tained in such a manner that:

(i) The vertical distance between the
bottom of the guard(s) and the ground
does not exceed 76.2 cm (30 inches)
when the motor vehicle is empty;

(ii) The maximum lateral distance
between the closest points between
guards, if more than one is used, does
not exceed 61 cm (24 inches);

(iii) The outermost surfaces of the
horizontal member of the guard are no
more than 45.7 cm (18 inches) from each
side extremity of the motor vehicle;

(iv) The impact guard(s) are no more
than 61 cm (24 inches) forward of the
rear extremity of the motor vehicle.

(2) Construction and attachment. The
rear impact guard(s) must be substan-
tially constructed and attached by
means of bolts, welding, or other com-
parable means.

(3) Vehicle components and structures
that may be used to satisfy the require-
ments of paragraph (g) of this section.
Low chassis vehicles, special purpose
vehicles, or wheels back vehicles con-
structed and maintained so that the
body, chassis, or other parts of the ve-
hicle provide the rear end protection
comparable to impact guard(s) con-
forming to the requirements of para-
graph (b)(1) of this section shall be con-
sidered to be in compliance with those
requirements.

[64 FR 47708, Sept. 1, 1999]

§ 393.87 Flags on projecting loads.

Any motor vehicle having a load or
vehicle component which extends be-
yond the sides more than 4 inches or
more than 4 feet beyond the rear shall
have the extremities of the load
marked with a red flag, not less than 12
inches square, at each point where a
lamp is required by Table 1, § 393.11.

[53 FR 49401, Dec. 7, 1988]

§ 393.88 Television receivers.

Any motor vehicle equipped with a
television viewer, screen or other
means of visually receiving a television
broadcast shall have the viewer or
screen located in the motor vehicle at
a point to the rear of the back of the
driver’s seat if such viewer or screen is
in the same compartment as the driver
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